
Location Feature Default Range

00 Default

01 Installer Code 1234 4 Digits

02 Illumination Time 10 Seconds 10-99  Seconds

03 Lock Time 1 Second 01-99 Seconds

04 Lock Type Open 0 = Open 1 = Closed

05 Operation Tones On 0=ON 1=Off

06 User Code Reset

08 Prompt Voice 2 2= ON 0=Off

09 Prompt Volume 5 0-9 (0=Low, 9=High)

10 MIC Adjustment 7 0-10 (0 = Low 10 = High)

11 Speaker Adjust 4 0-10 (0 = Low 10 = High)

12 Address 0 0-3 (0 = D1, 1=D2, 2=D3, 3=D4)

18 Single Use Code Lock 1 - 4 Digits

19 Single Use Code Lock 2 - 4 Digits

20-29 Lock 1 User Code - 4 Digits

60-69 Lock 2 User Code - 4 Digits

Technical Support: support@dorani.com.au

InstCode # 00 # 1234 # *

InstCode # 06 # 1234 # *

Note: Lock 1 & 2 Represent the Same as on the Monitor

To Add 1st User Code: InstCode # 20 # 4 Digit Code # *  

To Change Lock Time: InstCode # 03 # 05 #  *  

Dorani Touch Advanced Code Pad Settings

Default Installer = 1234

Example of Use

InstCode # Location # New Data # *

To Change Installer Code: InstCode # 01 # New Code #  *  


