
  

KEYPAD DOOR STATION PROGRAMMING 
 

Setting Notes: 
3 Beeps = Incorrect setting, code or location 

Long Beep = Correct 
* = Exit Programming 

Default Installer Code = 1234 
 

 
Program New Installer Code      New Code 
1234 # 01 #  New Master Code # * *    ____________ 
 
Delete ALL User Codes (recommended then reprogram)  
InstCode # 06 #  1234 #   Wait  10 Seconds (Beep will be heard) * 
 
Program New User Code Lock 1 (Locations 20-29)  New Code 
InstCode # 20 #  New User Code # *    ____________ 
InstCode # 21 #  New User Code # *    ____________ 
InstCode # 22 #  New User Code # *    ____________ 
 
Program New User Code Lock 2 (Locations 60-69)  New Code 
InstCode # 60 #  New User Code # *    ____________ 
InstCode # 61 #  New User Code # *    ____________ 
InstCode # 62 #  New User Code # *    ____________ 
 
Defaulting Keypad with Code 
InstCode # 00 #  1234 # Wait  10 Seconds (Beep will be heard) * 
When this is completed, ALL setting will need to be reset – please see installation manual. 
 
 
Single Use Code Lock 1      New Code 
InstCode # 18 #  New User Code # *    ____________ 
 
Single Use Code Lock 2      New Code 
InstCode # 19 #  New User Code # *    ____________ 
 
 
 
 
If you wish to default your keypad with no code, please refer to either the dorani touch install manual or 

changing codes with monitor (wifi monitor only) – this is 
 

normally installer level programing 
 

If you still have problems, please contact your installer or tech support agent for assistance.  

 


