
 

 

 

 

  

Door Stations DORIP71/DORIP73 

• DORIP71 Surface Mounted IP65 Station 

• DORIP73 Flush Mounted IP65 Station 

• IR Nighttime Visibility 

• 1080P 2MP CCTV Camera 

• Full Duplex Intercom to Monitor & APP 

• Dual Lock Release Outputs (Add Power 

Required for lock not included)  

• Dual Request to Exit Egress inputs 

• 125-degree camera angle 

 

System Kit 

• DORIP70 – Surface Kit 

• DORIP72 – Flush Kit 

• Monitor, Door Station, 4+2 POE Network Switch 

• CCTV and INTERCOM on DORANI CONNECT APP 

• Fully Integrates with Dorani CCTV System 

• Full Duplex Intercom to Monitor & APP 

• Up to 20 x Monitors & 10 x Door Stations  

• Intercom Camera records on Dorani CCTV NVR’s 

• Basic setup requires NO PC connectivity 

 

Monitor – DORIP75 

• 7” LCD Touch Screen 

• Live View CCTV Cameras (16) on Monitor 

• Internal Communication Between Monitors 

• Easy Setup Interface 

• 1024 x 680 Resolution 

• POE 48V Connection 

• Do Not Disturb Feature 
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System Specifications 

 Code DORIP71 DORIP73 DORIP75 

 Item Surface IP Station Flush IP Station 7" Indoor IP Station 

Camera Angle 125 125 NA 

Resolution 2MP, 1080P 2MP, 1080P 1024x600 

Power POE 10W POE 10W POE 10W 

IP 
65 with correct 

mounting 
65 with correct 

mounting Internal ONLY 

Dimensions 
83mm x 179mm x 

50mm 
101mm x 194mm x 
3mm (excl. Hood) 

193.2mm x 143.4mm x 
24.3mm 

Mount Method 
Surface c/w 

Weatherhood 
Flush c/w 

Weatherhood Surface 

Interface POE RJ45 POE RJ45 POE RJ45 

  Door 1 -NO/C/NC Door 1 -NO/C/NC  

  Door 2 -NO/C/NC Door 2 -NO/C/NC  

  Door 1 Request to Exit 
Door 1 Request to 

Exit  

  Door 2 Request to Exit 
Door 2 Request to 

Exit  

Network 100Mbps 100Mbps 100Mbps 

WDR Support DWDR Support DWDR - 

Protocol Private Private Private 

Night IR Night Vision 5m IR Night Vision 5m - 
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Dorani IPI – IP Intercom 
 

 

I P I 
Door Stations 

(10) 

Monitors 

(20) 

Switch 

Router 

NVR 

CCTV 

Cameras 

Dorani IP 

Secure  

APP 

Separate 

Transfomer DC 

Lock 

(2) 

Typical Connection 

Cat5/Cat 6 To Devices  

2 Cores  + Transformer (Separate not included) for 

Lock Release  
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